BEST AVAILABLE COPY 


LI 2 ANSWER 1 OF 2 
ACCESSION NUMBER: 

. DOC, NO. NON-CPI: 

) TITLE: 


DERWENT CLASS: 
INVENTOR (S) : 
PATENT ASSIGNEE (S) : 
COUNTRY COUNT: . 
PATENT INFORMATION: 


WPIX COPYRIGHT 2001 DERWENT INFORMATION LTD 
1988-023040 [04] WPIX 
N1988-017472 

Removable head mechanism for power-driven cleaning brush 
- has sleeve which receives outward radiating arms and 
compresses them over tip' of base drive shaft. 
P24 P32 P33 X27 
GRAHAM, C A; , TRENARY, J 
: (BAUD BAUSCH & LOMB INC; (DENT-N) DENTAL RES CORP 
15 


PATENT NO KIND DATE 


WEEK 


LA PG MAIN IPC 


19880127 (198804)* EN 34 
R: AT BE CH DE ES FR GB GR IT LI LU NL SE 
19890509 (198922) 15 
19910703 (199127) 
R: AT BE CH DE ES FR GB GR IT LI LU NL SE 
19910808 (199133) 
19910910 (199141) 
19920216 (199212) 


EP 254397 


US 4827550 
EP 254397 


DE 3771141 
CA 1288555 
ES 2023899 


A 
B 


G 
C 
B 


• >PilIORITY APPLN. INFO: US 1985-743100 19850610; US 

1986-891274 19860720; US 1988-191859 19880504 
REFERENCE PATENTS: DE 2201745; FR 2368854; GB 500517; US 2044863; US 

2215031; US 2598275; US 4156620 
INT. PATENT CLASSIF. : A46B013-02; A61C017-00; A61H013-00 
BASIC ABSTRACT: 
'\: EP 254397 A UPAB: 19930923 

) The removable head mechanism comprises a hollow housing with a head drive 

shaft slidably mounted within it. The device for connecting the base 
^.^ drive shaft to the head drive shaft is responsive to axial movement of the 
' base drive shaft into the housing. The base drive shaft is driven by a 
device and there is a bearing through which the shaft passes. 

A shoulder is spaced inwardly from the end of the base drive shaft. 
A flexible am is mounted for movement with the head drive shaft and 
defines an inwardly extending foot at the end of the arm. . A lock 
selectively moves the arm between an unlock position radially outwardly of 
the shoulder defined by the base drive shaft and a lock position in which 
the foot engages the shoulder. 

ADVANTAGE - Provides head mechanism that caii be attached and detached 
from base without use of tools. 
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